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hotoacoustic tomography of the mouse cerebral cortex
ith a high-numerical-aperture-based virtual point
etector
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Abstract. The mouse cerebral cortex was imaged in situ by photoa-
coustic tomography �PAT�. Instead of a flat ultrasonic transducer, a
virtual point detector based on a high numerical aperture �NA�, posi-
tively focused transducer was used. This virtual point detector has a
wide omnidirectional acceptance angle, a high sensitivity, and a neg-
ligible aperture effect. In addition, the virtual point detector can be
located much more closely to the object during the detection. Com-
pared with a finite-size flat transducer, images generated by using this
virtual point detector have both uniform signal-to-noise ratio �SNR�
and resolution. © 2009 Society of Photo-Optical Instrumentation Engineers.
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Introduction

hotoacoustic tomography �PAT� is an emerging biomedical
maging modality, which detects optical absorbers, such as
lood vessels, inside tissue. Based on the photoacoustic
echanism,1,2 PAT uses an nonionizing illumination source

nd is noninvasive. Moreover, by using diffused light instead
f ballistic light, PAT can image deeper into tissue than other
ure high-resolution optical imaging methods, such as optical
oherence tomography �OCT� and two-photon tomography.
AT has been successfully applied in imaging both small-
nimal and human tissues.3–5

Among many ultrasonic detection methods for PAT, scan-
ing with a single finite-size flat transducer is widely used
wing to its simplicity and high sensitivity. However, the
nite-size flat transducer not only decreases lateral resolution
s the object approaches the transducer �aperture effect�,6 but
lso limits the detection region due to its narrow acceptance
ngle. In contrast, a real point detector with a very small
ctive surface suffers from poor sensitivity but has a wide
cceptance angle and a negligible aperture effect. Thus, a
oint detector with a high sensitivity is highly desirable for
AT. Moreover, both exact and approximate image recon-
truction algorithms have been developed for PAT with point
etectors.7,8

Virtual point detection methods have already been intro-
uced in photoacoustic tomography.9–12 By taking advantage
f the integrated ultrasonic detectors, detected ultrasonic
aves are primarily equivalent to waves that come through a

virtual point,” such as the ring center or the focal point. This
ethod uses the location of the virtual point to calculate the
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ouis, MO 63130. Tel: �314� 935-6152; Fax: �314� 935-7448; E-mail:
hwang@biomed.wustl.edu.
ournal of Biomedical Optics 024047-
time delay of the ultrasonic signal. Three kinds of virtual
point detectors have been developed: 3-D focused detector,9

2-D ring detector,10 and 2-D high numerical aperture �NA�
transducer.12 The first has been proved to increase the image
resolution for objects close to the focal zone in photoacoustic
microscopy �PAM�. The second and third virtual point detec-
tors have similar construction. The ring detector has already
been demonstrated by both phantom and animal experiments
in PAT. However, the ring virtual point detector limits its field
of view �FOV� within the ring.

We previously introduced a 2-D high-NA focused ultra-
sonic transducer for PAT with phantom experiments. This vir-
tual point detector has a large physical detection surface and a
small effective detection volume. Phantom experiments dem-
onstrated that this virtual point detector has a comparable sen-
sitivity to a finite-size flat transducer, as well as a much wider
acceptance angle than a flat transducer. Owing to the negli-
gible aperture effect, this virtual point detector can generate
images with uniform resolution. In the next section, we briefly
describe the virtual point detector. In Sec. 3, we image the
cerebral cortex of a mouse in situ using this virtual point
detector.

2 A High-NA-Based Virtual Point Detector
The transducer’s active material was a metallized polyvi-
nylidene fluoride �PVDF� film �from Measurement Special-
ties, Inc.� with a thickness of 110 �m. The 2-D high-NA
focused transducer was constructed by cutting the film in a
6.0-mm-wide strip and gluing it on an acrylic plastic surface,
as seen in Fig. 1. The transducer had a half-circular shape
with a radius of 13 mm, forming a positively focused trans-
ducer with NA=1. The estimated center frequency was
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round 6.0 MHz. From the calculation at its center
requency,12 the focal width of this high-NA transducer at the
-D plane is about 120 �m. The performance of this 2-D
irtual point detector had been previously demonstrated by
hantom experiments.12 The width of the PVDF strip con-
trains the elevation resolution to be about 6.0 mm—in other
ords, the image slice practically has a thickness of about
.0 mm. For comparison, we further constructed a square flat
VDF transducer, 5.0 mm by 5.0 mm.

Animal Experiments
he cerebral cortex of a euthanized Swiss Webster mouse

Harlan Sprague Dawley, Inc., Indianapolis, Indiana, �29 g�
as imaged in situ by PAT. The hair on the mouse head was
ently depilated by using a hair removal lotion, and the mouse
ead was then fixed on a homemade animal holder. The ex-
erimental setup is shown in Fig. 2. The illumination source
as a Nd:YAG laser �Brilliant B, Quantel�, which generated
.5-ns, 532-nm laser pulses with a repetition rate of 10 Hz.
he illumination laser was homogenized by a ground glass so

hat the whole cortex region of the mouse could be illumi-
ated. A hole at the bottom of the water tank was sealed by a
hin transparent membrane. The mouse head, after a layer of
ater-based gelatin was applied to it, protruded up into the

ank against that membrane. Ultrasonic detectors, either a flat
r a high-NA positively focused transducer, were immersed in
ater at the same horizontal plane as the mouse cortex. Both
etectors evenly scanned the cortex along a horizontal circle,
topping at 240 points, and the signals were averaged 20
imes at each stop. The PA signals were first amplified 40 dB
y a preamplifier and were then recorded by an oscilloscope
Tektronix TDS640A� with a sampling rate of 50 MHz.

ig. 1 A virtual point detector based on a positively focused
ransducer.

Fig. 2 Experimental setup of the animal experiment.
ournal of Biomedical Optics 024047-
Last, the recorded signals were sent to a PC for image
reconstruction.

Our image reconstruction is based on the solid-angle-
weighted image reconstruction algorithm, as described in Ref.
7. We use the scanning center as the coordinate origin. Detec-
tors, flat or virtual point detectors, lie at location rn �n
=1, . . . ,240�. We further simplified the algorithm by approxi-
mately using the detected signal p instead of the actual pres-
sure and its temporal derivative term. The algorithm used in
this paper is

p0�r� = ��
n=1

240

p�rn,t�
n̂ · �rn − r�

�r − rn�3 �
t=�r−rn�/c

, �1�

where p0�r� is the reconstructed value at location r, p�rn , t� is
the detected signal at time t, n̂ is the unit vector of rn, and c
is the speed of the sound.

Figure 3�a� shows the result of scanning with a high-NA-
based virtual point detector; the scanning radius was about
2.7 cm. Figure 3�b� shows the result of scanning with a flat
transducer; the scanning radius was about 4.1 cm.

Although the scanning radius of the virtual point detector
was shorter than that of the flat transducer, the reconstructed
image of Fig. 3�a� exhibits a uniform resolution. Moreover,
the reconstructed images of peripheral blood vessels in Fig.
3�b� are blurred. For instance, we marked two cortex vessels,
1 and 2. Compared with the photograph of the mouse cortex
in Fig. 3�c�, both marked vessels were successfully recon-
structed by using a virtual point detector �Fig. 3�a��, and the
image quality is significantly improved over the image ob-
tained by using a flat transducer �Fig. 3�b��. This result was
consistent with the results from phantom experiments in Ref.
12.

To alleviate the image blurring, the finite-size flat trans-
ducer had to be placed much farther away from the scanning
center, at the expense of convenience and signal strength.
However, the finite-size flat transducer has higher signal-to-
noise ratio �SNR� in imaging regions close to the scanning

Fig. 3 Reconstructed PAT images. �a� From data gathered by a posi-
tively focused PVDF transducer; the scanning radius of the virtual
point was 2.7 cm. �b� From data gathered by a flat transducer; the
scanning radius was 4.1 cm. �c� Photograph of the mouse cortex
taken after photoacoustic data acquisition.
March/April 2009 � Vol. 14�2�2
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enter. This is because it has a larger detection surface than
he size of the virtual point, and the ultrasound wave from
egions close to the center approximately perpendicularly
each the surface of the finite-size flat transducer. By compari-
on, the high-NA 2-D detector effectively detects only ultra-
onic waves passing through the virtual point.

Conclusions
n summary, a 2-D virtual point detector was successfully
pplied in PAT for cortex imaging. Compared with a flat
ransducer, the virtual point detector, with a similar sensitivity
o the flat transducer, can image the object at a much closer
istance with more uniform resolution. In addition, the closer
he detector to the source, the higher the SNR. Such a PAT
ystem can also be built more compactly and will have a
egligible aperture effect. This virtual point detector is also
mportant to thermoacoustic tomography �TAT�, where the il-
umination source is replaced by a microwave source. An im-
ortant potential application is that the virtual point method
an be applied in breast imaging by PAT or TAT. Due to the
ize of the breast, it is inconvenient to place ultrasonic detec-
ors far away from the breast. Moreover, this 2-D virtual point
etector can be used to construct the PAT array, by either
venly placing multiple detectors along the detection circular
rajectory or by making a stack of detectors for multilayer
etection. In addition to PAT and TAT, this virtual point de-
ector can also be potentially implemented in other fields that
se ultrasonic detectors, such as ultrasonic tomography.
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