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Photoacoustic (PA) endoscopy for human urogenital imaging has the potential to diagnosemany important diseases,
such as endometrial and prostate cancers. We have specifically developed a 12.7 mm diameter, rigid, side-scanning
PA endoscopic probe for such applications. The key features of this endoscope are the streamlined structure for
smooth cavity introduction and the proximal actuation mechanism for fast scanning. Here we describe the probe’s
composition and scanning mechanism and present in vivo experimental results suggesting its potential for com-
prehensive clinical applications. © 2014 Optical Society of America
OCIS codes: (170.3880) Medical and biological imaging; (170.5120) Photoacoustic imaging; (170.2150) Endoscopic

imaging.
http://dx.doi.org/10.1364/OL.39.001473

Because of the inadequacy of current tools and tech-
niques for diagnosing urogenital diseases [1], such as
endometrial, cervical, and prostate cancers, more effec-
tive means are desired to achieve accurate medical
assessments. Photoacoustic endoscopy (PAE) is an
emerging technique that embodies photoacoustic (PA)
tomography [2] in a miniaturized probe to enable high-
resolution imaging of internal organs with optical absorp-
tion contrast. PAE provides structural and functional
information by visualizing blood vasculature as well as
dye-labeled lymph nodes and vessels in the gastrointes-
tinal tract [3–5] in vivo. Other forms of PA imaging tech-
niques, such as PA microscopy or computed tomography
have demonstrated that glucose metabolism and micro-
hemodynamics can be monitored in vivo [6,7]. As many
neoplasms are associated with angiogenesis and show
abnormal metabolic rates, the disease-relevant informa-
tion provided by PA imaging can potentially facilitate
accurate diagnoses.
In recent years, a number of miniaturized PA imaging

probes have been reported for various endoscopic appli-
cations, such as intravascular [8], urogenital [9,10], and
gastrointestinal tract [4] imaging. Among them, however,
only two imaging probes that use a micromotor-based
mechanical scanning mechanism have demonstrated
in vivo imaging with fully encapsulated probe implemen-
tations and suitable diameters for endoscopy [4,5]; other
imaging probes are not fully encapsulated and/or have
not demonstrated in vivo imaging. However, the imaging
probes reported in [4,5] may not be suited for clinical uro-
genital imaging due to their nonrigidity and slow imaging
speed (4 Hz).
The diameter of endoscopic probes for imaging the

uterus or prostate are not tightly restricted, as various
forms of large-diameter ultrasound probes (usually
∼1 cm in diameter) are widely used for many urogenital
disease diagnoses in a stand-alone form [11], i.e., without
the incorporation with a video endoscopic function. In
this study, seeking to apply PAE for diagnosing urogeni-
tal diseases, we have implemented a new endoscopic

probe with improved imaging speed and a specifically de-
signed probe structure. The key strategy was to use para-
bolic acoustic reflector-based mechanical scanning with
a proximal actuation mechanism, and construct the
probe with a durable and safe structure.

Figure 1(a) shows photos of the side-viewing PA endo-
scopic probe. The entire endoscopic probe is rigid for
convenient handling, and a dome-shaped distal end ena-
bles smooth cavity introduction. To encapsulate all endo-
scope components, we fabricated the probe housing
from a medical-grade stainless-steel tube (MicroGroup)
with an outer diameter of 12.7 mm and a length of
∼50 cm. For the mechanical scanning, we employ a scan-
ning head comprised of two key components: a parabolic
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Fig. 1. Photo (a) and schematic (b) of the PA endoscopic
probe developed for human urogenital system imaging
(Media 1). (c) Schematic of the rotary junction (Bearing 1)
and light guiding optics. (d) Block diagram showing the
peripheral systems.
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acoustic reflector (10 mm diameter, nickel substrate,
Optiforms) and an optical prism (3 mm diameter, altered
from #45-525, Edmund). The scanning head is actuated
by a step motor located at the proximal end. The para-
bolic reflector enables acoustic focusing with a lower
geometric aberration than our previous acoustic lens-
based focusing method [4,5], while providing a high
acoustic numerical aperture (∼0.48). Via the prism and
parabolic reflector, laser pulses and acoustic waves
are delivered coaxially to achieve an efficient overlap
of the illumination and acoustic detection over a large
depth range.
An ultrasonic (US) transducer (LiNbO3, ∼40 MHz, un-

focused) generates US pulses and detects both PA and
US pulse-echo signals. The US transducer’s piezo-
element is a ring with an outer diameter of 8 mm and
an inner diameter of 3 mm. The inner diameter matches
the diameter of the round optical prism located at the
center of the parabolic reflector [Fig. 1(a)]; reducing
the transducer’s surface area is also beneficial to the
electric impedance matching between the transducer
and a signal amplifier. To support the US transducer,
we fabricated a bridge-shape stainless-steel frame and
mounted the transducer at the distal end of the frame.
The US transducer’s signal wire (∼1 mm thick) passes
through the stainless steel bridge, along the 50 cm long
probe housing, and is statically connected to a US pulser-
receiver (5072PR, Olympus). Because of the bridge
section, the angular field-of-view (FOV) of the endoscope
is partially blocked by ∼100°.
In Fig. 1(b), we present a schematic to illustrate the

principle of the mechanical scanning and the configura-
tion of the optical and acoustic components. Inside the
stainless-steel housing, we coaxially placed a tubular
rigid shaft to transfer mechanical torque to the scanning
head. However, inside the tubular shaft, we placed a mul-
timode optical fiber (UM22-600, Thorlabs) which is posi-
tioned statically along the axis of the endoscope. Thus
only the tubular shaft rotates between the housing and
the innermost optical fiber. The main advantage of
employing the tubular shaft is that it permits torque trans-
mission without mechanical jitter and eventually enables
rotational scanning with a uniform angular step size for
the scanning mirror. Also, by employing a step motor that
can provide fast and stable rotation, the endoscope
achieves much faster mechanical scanning than previous
micromotor-based endoscopes [4,5].
As shown in Fig. 1(c), we formed a rotary junction (i.e.,

Bearing 1) near the coupling point between the tubular
shaft and scanning head [Fig. 1(a)] to provide a free ro-
tation only to the scanning head, separating it from the
optical fiber. The center position of the shaft to the probe
housing is sustained by multiple ball bearings (Bearing
set 2) placed at the space between the housing and
the shaft, over the 50 cm long tubular section; Bearing
1 placed inside the shaft is necessary to make the optical
fiber static. Hence an optical lens (#65-270, Edmund) and
the prism inside the scanning head rotate together during
the mechanical scanning. Given the optical configura-
tion, the laser beam diameter for PA imaging is
∼2.3 mm when it passes through an optically and acous-
tically transparent polyethylene terephthalate membrane
(103-0227, Advanced Polymers). The membrane forms an

imaging window and seals the inner cavity of the endo-
scope, which is filled with de-ionized water. As laser
beams are sent to target tissue without optical focusing,
the endoscope’s spatial resolution is determined by the
geometry of the parabolic reflector and acoustic param-
eters of the US transducer. For this prototype imaging
probe, we set the working distance at ∼3.5 mm apart
from the probe surface to image endometrial cancer in
the uterus, which typically has a wall thickness
of ∼10 mm.

Figure 1(d) shows the endoscope’s peripheral systems,
comprised of a light source, the US pulser-receiver, and a
data acquisition (DAQ) system. The light source is a
solid-state, diode-pumped Nd∶YVO4 laser (INNOSLAB
IS811-E, EdgeWave) providing a 532 nm wavelength
(∼5 ns pulse width). For PA imaging, laser pulses are
coupled to the endoscope’s multimode optical fiber
(∼5 m), which is extended to the distal end of the probe
[Fig. 1(b)]. After exiting the optical fiber, they are re-
flected by the prism and sent to the target tissue to gen-
erate PA signals. We applied the total internal reflection
effect, and, to maintain the effect after the chamber is
filled with acoustic coupling water, we sealed a thin
air layer outside the hypotenuse of the prism. The gener-
ated PA waves reflected by the parabolic reflector are
detected by the US transducer. To record PA and US sig-
nals, we utilize a high-speed digitizer (PCI-5124, National
Instruments). [4] We also constructed a control box using
a multifunction data-acquisition card (PCI-6221, National
Instruments) to control and synchronize the peripheral
systems. Considering the large probe diameter of
12.7 mm, we record 800 A-lines per B-scan, which yields
an angular step size of 0.45° for the scanning mirror.

We tested its imaging performance, including the scan-
ning speed, spatial resolution, and imaging depth. As pre-
sented in Media 1, our endoscope’s scanning speed could
easily reach 22 Hz, thanks to the capacity of the motor. In
the imaging experiments to be presented later, however,
we recorded data with a 6.25 Hz B-scan frame rate be-
cause of the limited pulse-repetition rate of the laser sys-
tem (5 kHz). For the resolution measurement, we utilized
a ∼20 μm thick tungsten wire as a target and imaged it at
three different locations in a water medium; we imaged
photoacoustically only because the US resolution relies
on two-way acoustic focusing and can be inferred from
the PA resolution. Since the imaged tungsten wire had a
sufficient length with a diameter smaller than the endo-
scope’s spatial resolution, the wire could be treated as a
line target. For more accurate measurement of resolu-
tion, we recorded 50 B-scan images and then aver-
aged them.

Figure 2(a) shows a PA B-scan image that includes the
imaged tungsten wire at three different locations. As
the target is moved away from the focus (i.e., Positions
1 and 3), the transverse resolution deteriorates. In
Figs. 2(b) and 2(c), we present radial and transverse line
spread functions (LSFs) for the target located at the focal
point (i.e., Position 2). Based on the LSFs, we determined
the endoscope’s spatial resolutions to be 64 and 105 μm
in the radial and transverse directions, respectively.
These experimental resolutions were worse than the
theoretically estimated radial resolution [12] of 39 μm,
and 65 μm transverse resolution predicted by Zemax
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(Radiant Zemax). We speculate that the discrepancies
were caused by the distortion of acoustic waves by
the optical prism placed at the center of the parabolic
reflector. Figure 2(d) shows the endoscope’s image pen-
etration capability, which was determined by imaging a
black needle (21 gauge) inserted into the inner leg of an
adult Sprague Dawley rat (∼450 g, Harlan) in vivo. As
shown, the needle was clearly differentiated to a depth
of more than 5 mm through the highly scattering tissue,
highlighting the endoscope’s eligibility for deep tissue
imaging.
To demonstrate the endoscope’s in vivo imaging abil-

ity, we imaged the colorectum of a New Zealand white
rabbit (Harlan). The rabbit was fasted for ∼12 h before
the experiment to increase the likelihood of an empty co-
lon for imaging. Prior to endoscopic imaging, we anes-
thetized the animal by injecting 15–25 mg∕kg ketamine
and 2–3 mg∕kg xylazine intramuscularly. We cleansed
the rabbit’s colon with a saline laxative enema and
spread ultrasound gel into the colon for acoustic cou-
pling. Then we inserted the probe into the colon and per-
formed endoscopic imaging with a B-scan imaging speed
of 6.25 Hz and a laser pulse energy of 0.55 mJ at a 5 kHz
repetition rate, which yielded an optical fluence of
13 mJ∕cm2 (65% of the ANSI safety limit at the tissue sur-
face [13]). To achieve volumetric imaging, we recorded
B-scan images during the constant pullback translation
of the probe (200 μm∕s) provided by a motorized
translation stage. During the imaging procedure, the
anesthesia level of the animal was maintained by contin-
uously supplying ∼1.5% isoflurane, and the vital signs
were also monitored. After the imaging experiment,
the rabbit was euthanized by a 150 mg∕kg pentobarbital
injection via the marginal ear vein.
Figure 3(a) shows a 3D-rendered, co-registered PA and

US image from the rabbit colorectum acquired in vivo
over a scanning time of ∼4.5 min. The image was proc-
essed from a volumetric data set acquired from a 27 mm
diameter and 53 mm long image volume (partial images

among the entire 1700 co-registered B-scan slices are
provided in Media 2). In this experiment, we recorded
only data corresponding to a 7 mm imaging depth
because the transverse resolutions are degraded in the
distant region from the focal point [Fig. 2(a)]; the work-
ing distance is 3.5 mm from the probe surface. As shown
in PA and US radial maximum amplitude projection
(RMAP) images [Figs. 3(b) and 3(c)], which were pro-
duced from the volumetric image [Fig. 3(a)], the PA
signals acquired at the 532 nm wavelength show vascu-
lature distributed in the colorectum and adjacent organs,
while the US signals reveal a spine structure very clearly
because of the high acoustic reflection caused by tissue
density variation near the cavity wall. In Figs. 3(d) and
3(e), we present two combined PA and US B-scan images
selected from the marked positions in Fig. 3(b). To pro-
duce the images, we applied time-gain compensation to
more clearly visualize PA signals originating from greater
depths. PA imaging shows the cross sections of blood
vessels distributed in the intestine wall, which was esti-
mated to be ∼1 mm thick, and detects PA signals from a
depth of more than 6 mm.

Although the PA imaging experiment provided vascu-
lature information in the colorectum, the imaged blood
vessels were not clearly visualized as expected from
the resolution values presented in Fig. 2. The endo-
scope’s working distance was about 3.5 mm from the
probe surface, while the blood vessels in the imaged
colorectum were mostly distributed within ∼2 mm of
the probe surface [Figs. 3(d) and 3(e)].

To demonstrate the endoscope’s full vasculature
resolving ability, we designed a simple experiment that
imaged blood vessels positioned near the focal distance
of the probe. Such an experimental circumstance was in-
tentionally created by inserting a plastic tubular spacer
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Fig. 2. (a) PA B-scan image of the 20 μm thick tungsten wire
imaged at three locations. (b) Typical PA A-line signal (blue)
and its Hilbert-transformed signal (i.e., radial LSF) for the tung-
sten wire target located at the focal point (Position 2). (c)
Corresponding transverse LSF of the tungsten wire. (d) PA
image of a black needle inserted into the inner leg of a rat.
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(13 mm inner diameter, 2 mm wall thickness) around the
endoscope’s housing and then imaging blood vessels dis-
tributed on the large intestine surface of a rat, which was
surgically opened. A portion of the tubular spacer’s wall,
which corresponded to the imaging window of the endo-
scope, was opened to allow PA waves to pass through it,
and the gap was filled with ultrasound gel. For this ex-
periment, we utilized the same rat used in the imaging
penetration test [Fig. 2(d)] and performed the experi-
ment ex vivo after euthanizing the animal (pentobarbital,
150 mg∕kg, IP injection) to avoid distress and possible
complications.
The photograph in Fig. 4(a) shows the surface of the

large intestine imaged by the PA endoscopic probe in
concert with the spacer. As shown in the acquired PA-
RMAP images [Figs. 4(b) and 4(c)], the PA endoscope
clearly mapped blood vessels in the intestine wall as well
as neighboring mesenteric tissues (scanning time:
∼4 min). Apparent blood vessel diameters in the magni-
fied images are much smaller than those in the PA-RMAP
images acquired from the rabbit colorectum in vivo
[Fig. 3(b)] and estimated to be as small as ∼140 μm,
which is comparable with the experimentally quantified
spatial resolution value [Fig. 2] and makes the mesenteric
blood vessel pair distinguishable. The angular FOVs of
the images presented in Figs. 4(b) and 4(c) are smaller
than the actual FOV because a nearly planar surface
was imaged. All procedures in the animal experiments
followed protocols approved by the Institutional Animal
Care and Use Committee at Washington University in
St. Louis.
In this study, we designed and implemented a dual-

mode PA and US rigid probe for comprehensive use in
human urogenital imaging and demonstrated its endo-
scopic workability through animal experiments. The en-
doscopic probe enabled simultaneous PA and US
imaging with a B-scan frame rate of 6.25 Hz, which is cur-
rently limited by the pulse repetition rate of the laser sys-
tem; we demonstrated that the mechanical rotation
speed exceeds 20 Hz [Media 1]. Compared with our
previous micromotor-based endoscopes [4,5], the main
difference in the probe design is that the locations of
the US sensor and mechanical actuation source are

switched (Fig. 1), while the static mounting strategy of
the light delivery and acoustic detection units is main-
tained. By relocating the mechanical source to the proxi-
mal part, a space restriction for the motor was eliminated
at the distal end; thereby we were able to use a more
powerful motor. Although the detailed endoscope’s
design needs to be modified for specific applications,
the general design concept and scanning mechanism
presented in this Letter may be used for various other
applications, such as a hand-held exterior or laparo-
scopic probe.

One disadvantage of this endoscope is the low depth of
focus caused by the high acoustic numerical aperture.
For this prototype, we aimed the focal distance at
3.5 mm, which renders a poor spatial resolution near
the probe surface. Applying the integrated optical- and
acoustic-resolution imaging concept [10] could increase
the transverse resolution over the entire radial imaging
range. Our first clinical goal is to apply this endoscope
for imaging uteri with endometrial cancers. As the endo-
scope provides PA images in a co-registered form with
traditional US images, which are familiar to clinicians,
it would enable more accurate medical assessments
for urogenital diseases.
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